
Attenuator

Attenuator, SMA 2Watt 30dB 8GHz

Item Specification

Frequency Range(GHz) DC ~ 8 GHz

Impedance (Nominal) 50Ω

Attenuation 30±0.55dB

V.S.W.R (Max) 1.20 : 1

Connector Type SMA male – female

RoHS Compliance

Electrical specification

Item Specification

Body, Nut
Stainless Steel 

Passivated

Center contact (pin)
Brass, Beryllium Copper/ 

Gold plating

C-ring
Beryllium Copper/ 

Nickel Plating

Insulator PTFE

Material specification Electrical performance

P.N. : F01-B0830-05

This above specification can be changed without prior notification.

Products feature

 Very Reliable Attenuation & V.S.W.R 
 Stainless Steel material
 Wide broadband frequency application 
 Bi-Directional 2 Watt rating 
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NOTE

 1. Finish : Cu 1.0 m => Au 0.3 m

 2. 지시없는 면취부 C=0.1 미만

 3. 날카로운 모서리나 BURR 반드시 제거할 것.

 4. 도금 전 반드시 세척하고, 도금 후 찍힘이나 변색이 되지 않도록 주의 할 것.

 5.        는  중요 관리를 요하는 부분을 나타낸다.CD
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억지끼움 방식 변경 2016.06.08 JH.KIM

Model명 삭제 및 신규 P.N으로 구분 2016.11.07 SK.Kwon

27.8mm(1.094")

1/4-36  UNEF

HEX8.0(0.312)


